
 

  

CTV Armaturen & Penstocks GmbH 

PRODUCT FLYER 2023 
Drinking water & Sewage 

 



CTV Armaturen & Penstocks GmbH, Pliniusstrasse 6, 48488 Emsbüren, Deutschland  
Tel: +49 (0)5903 217 6866, Email: info@ctv-valves.com  

CTV Model 01 – Resilient Seated Gate Valves 
 

 
 
• DN 40 – DN 1200 
• PN10/PN16/PN25 
• EN-558-1: Series 14 and 15 (F4 and F5) 
• Body: GGG 40/50 
• Wedge/Sealing: GGG40 + EPDM acc. DVGW W-270 (opt. NBR) 
• Spindle: SS 1.4057 – AISI-420 (opt. A4-SS316) 
• Coating: EKB - RAL 5015 acc. DVGW W-270, min. 250 µ 
• Operation: Handwheel, Chainwheel, Gearbox, AUMA, Pneumatic 
 
DVGW Certificate Number: In Inspection. All parts in direct contact with Drinking Water are acc. 
DVGW-W270 and UBA-KTW 
WRAS: Certificate Number 1912081 

 

  

CTV Model 02 – Metal Seated Gate Valves 
 

 

 
• DN 40 – DN 1600 
• PN10/PN16/PN25/PN40 
• EN-558-1: Series 14 and 15 (F4 and F5) 
• Body: GGG 40/50 
• Wedge/Sealing: GGG40 + A4-SS316 
• Spindle: SS 1.4057 – AISI-420 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min. 250 µ 
• Operation: Handwheel, Chainwheel, Gearbox, AUMA, Pneumatic 
 
DVGW: All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
WRAS: Certificate Number 1912081 

  

CTV Model 05 – Knife Gate Valve 
 

 

 
CTV Model 05 – Full flanged Knife Gate Valve 
 
• DN 50 – DN 600 
• PN10 
• EN-558-1: Series 20 
• Body: GGG 40 
• Plate: A4-SS316 (opt. A2-SS304) 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min 250µ 
• Operation: Handwheel, Chainwheel, Gearbox, AUMA, Pneumatic 
 
 
 

 

 

 
CTV Model 05W – Wafer Knife Gate Valve 
 
• DN 50 – DN 1200 
• PN10 
• EN-558-1: Series 20 
• Body: GGG 40 
• Plate: A4-SS316 (opt. A2-SS304) 
• Coating: EKB RAL 5015, min 250µ 
• Operation: Handwheel, Chainwheel, Gearbox, AUMA, Pneumatic 
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CTV Model 06 – Check Valve 
 
 

 

 
 

 
CTV Model 06 – Check Valve 
 
• DN 40 – DN 300 
• PN10/16 
• EN-558-1: Series 48 (F6) 
• Body: GGG 40 
• Soft seated NBR 
• • Rubberised flap disc with steel insert, can be used on both sides 
• 100% free opening 
• Optional lifting device 
• With lifting eye for easier installation 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min 250µ 
 

 
 

 

 
CTV Model 06A – RückschlagDisc mit Hebel & Gewicht 
 
• DN 50 – DN 300 
• PN10/16 
• EN-558-1: Series 48 (F6) 
• Body: GGG 40 
• Stem: SS 1.4057 
• Body seat:  Chrome 
• Flap disc rubber coating of EPDM acc.W270/KTW or NBR 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min 250µ 
• Optional: Protective cage 
 

 

 

 
CTV Model 06K – Ball check valve 
 
• DN 50 – DN 300 (DN400-DN600 upon request) 
• PN10/16 
• EN-558-1: Series 48 (F6) 
• Body: GGG 40 
• Ball: NBR (opt. EPDM) 
• Screws : SS 304/A2 
• Coating: EKB RAL 5015, min 250µ 
 

 

 

 
CTV Model 06CT – Tilting type check valve (opt. Slanted) 
 
• DN 100 – DN 1600 
• PN10/16 
• EN-558-1: Series 14 (F4) 
• Body: GGG 40/50 
• Sealing: EPDM (opt. NBR or Metalic seated) 
• Spindle: AISI-420 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min. 250 µ 
 

 

 

 
CTV Model 06NZ – Nozzle Check Valve (Silent type) 
 
• DN 50 – DN 1200 
• PN10/16/25 
• EN-558-1: Series 14 (F4) 
• Body: GGG 40/50 
• Disc:  GGG50 mit EPDM 
• Spindle: AISI-420 
• Spring: SS 304/A2 
• Coating: EKB min 250µ 
 
 
DVGW: All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
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CTV Model 09 – Double Excentric Butterfly Valve 

 

 

 
• DN 80 – DN 1600 
• PN10/PN16/PN25/PN40 
• EN-558-1: Series 14 (F4) 
• Body: GGG 40/50 
• Sealing: EPDM (opt. NBR) 
• Spindle: AISI-420 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min. 250 µ 
• Operation: Handwheel, Gearbox, AUMA, Pneumatic 
 
All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
DVGW Certificate Number: NW-6201CO0433 
WRAS Certificate Number: 1607399 

  

CTV Model 10 – Butterfly Valve (between flanges) 
 

 
 

 
CTV Model 10W – WAFER Butterfly Valve 
• DN 40 – DN 1200 
• PN10/16 
• EN-558-1: Series 20 
• Body: GGG 40/50 
• Disc: A4-SS316 
• Sealing: EPDM (opt. NBR) 
• Coating: EKB RAL 5015, min 250µ 
• Operation: Handhebel, Chainwheel, Gearbox mit Handwheel, AUMA, Pneumatic 
 
DVGW: All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
 

 

 

 
CTV Model 10L – LUG Butterfly Valve 
• DN 40 – DN 1200 
• PN10/16 
• EN-558-1: Series 20 
• Body: GGG 40/50 
• Disc: A4-SS316 
• Sealing: EPDM (opt. NBR) 
• Coating: EKB RAL 5015, min 250µ 
• Operation: Handhebel, Chainwheel, Gearbox mit Handwheel, AUMA, Pneumatic 
 
DVGW: All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
 

CTV Model 11 – Air Valve 
 

 

 
 

 
CTV Model 11 – Air Valve 

o Single chamber version 
o Double chamber version 
o Double chamber design (Triple Function) 

• DN 40 – DN 300 
• PN10/PN16/PN25/PN40 
• Acc. EN1074-4 
• Body & Deckel: GGG 40 
• Float: Plastic or SS. 
• Sealing: EPDM  
• Cover screws: SS A2 (DIN EN ISO 3506) 
• Coating: EKB RAL 5015, min 250µ 
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CTV Model 13 – Plunger Valve 
 

 

 
• DN 100 – DN 1500 
• PN10/PN16/PN25 
• EN-558-1: Series 20 
• Body: GGG 40/50 
• Cylender: SS 1.4301  
• Sealing: EPDM  
• internal: SS 
• Coating: EKB RAL 5015, min 250µ 
• Operation: Gearbox mit Handwheel, AUMA 
 
DVGW: All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
 

CTV Model 14 – Y-Typ Strainer 
 

 

 
 

 
• DN 50 – DN 600 
• PN10/16 
• EN-558-1: Series 01 
• Body: GGG 40/50 
• Sieb: SS A2/SS-304 
• Screws: SS A2/SS-304 
• Drain plug: SS A2/SS-304 
• Coating: AKZO RESICOAT RAL 5015 acc. RAL-GSK, min 250µ 

 
DVGW: All parts in direct contact with Drinking Water are acc. DVGW-W270 and UBA-KTW 
 

CTV Model 21 – Penstocks 
 

 
 

 
• DN200-DN2000 
• Plate: 1.4301/1.4404/SS304/SS316 
• Frame: 1.4301/1.4404/SS304/SS316 
• Spindle: 1.4301/1.4404/SS304/SS316 
• Spindle nut: Bronze 

 
Operation type: 
• Square 
• Handwheel 
• AUMA E-Motor 
• Pneumatic operator 

CTV Model 43 – Dismantling Joint 
 

 
 

 
• DN 50 – DN 1600 
• PN10/PN16/PN25 
• Body: GGG 40/50 
• Sealing: EPDM (opt. NBR) 
• Lockable expansion piece with continuous threaded anchors 
• Bolts: Galvanised steel 8.8 (opt. SS) 
• Coating: EKB RAL 5015, min 250µ 
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CTV Armaturen & Penstocks GmbH 
 

 
 

  
 
 
Certificates 
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